MATERIAL SAFETY DATA SHEET IPM 3430

FCR COATINGS. RESINS AND RELATED MATERIALS

; - ==:=:1 Appro .8. “ ilar" .
5 DATE.OF PREP 10-81 (Aporovad by U.S. Department of Labor Essentially Similar" to Form OSHA-20)
1 N

} Section|

MANUFAcTURER'SNaME  BOSTIK WEST, DIV. OF USM CORPORATION, AN EMHART UNIT

streeTaporess 20846 So. Normandie Ave. ciry,STATE. AND zIP CODE Torrance, Ca. 90502

EMERGENCY TELEPHONENO. (213)  320-6800

PRODUCT CLASS EPOXY f&t«l \L?ﬁ"’ %@ff e MANUFACTURERS CODE IDENTIFIcATION  473-13

f Gd.‘ : Catalyst: C-31
" TRADE NAME BOSTIK j (SMQ’> Mix Ratio: 100 parts 473-13(Base)
) ' to 7.1 parts C-31 by weight.

Seaction Il — HAZARDOUS INGREDIENTS

INgReDIENT 473-13(Base Only) ) PERCENT W ’ VAPOR
CAS No. (Wt ) e ma/Ms LEL REESRe
Methyl Ethyl Ketone 78-93-3 "5-10 200 1.8 70
Methyl n-Butyl Ketone 591-78-6 5—1Q 25 1.2 10
Butyl Alcohol 71-36-3 <5.0 100 1.7 4
Xylene 1330-20-7} &£5.0 100 1.0 7

Section ill — PHYSICAL DATA -

[s)
BOILING RANGE 176-284" F. VAPOR DENSITY HEAVIER |:] LIGHTER, THAN AIR
EVAPORATION RATE D FASTER E,SLOWER.THAN ETHER PERCENT VOLATILE WEIGHT PER

X | _ BY VOLUME 22% GALLON 8.7 lbs.

Section IV — FIRE AMD EXPLOSION HAZARD DATA

’ Min
DOT CATEGORY Red Label, Flammable « FLAs(HpooN)T 23° F. Tag Closed tee 1.0
. : , ' Cup
EXTINGUISHING MEDIA Exclude air - Use foam, C-OZ’ steam, water fog,

dry chemicals. Do not use water.

UNUSUAL FIRE AND EXPLOSION HAZARDS

Vapor forms explosive mixture with air between
upper and lower explosion limits.

SPECIAL FIRE FIGHTING PROCEDURES .
Do not use water, exclude air, use water spray

to cool fire exposed surfaces and to protect
personnel.

BOE-C6-0201018



Section V — HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE See Section II

EFFECTSOFOVEREXPOSURE  Headache, nausea, dizziness. Breathing wvapor will be
irritating to nose, throat, and eyes.

EMERGENCYAND FIRSTAID PROCEDURES ; Skin Exposure: Wash affected area with soap and
water. Eye Exposure: Flush with water for at least 15 minutes, consult
physician. Ingestion: Consult physician immediately.

Inhalation: Remove victim to fresh air, consult physician.

Section VI — REACTIVITY DATA

staBiLITY [ ] unsTaBLE  [XX] STABLE . CONDITIONS TOAVOID Storage at high temperatures.

INCOMPATABILITY (Materals toavoia) Strong oxidizing agents. Sparks & open flame.

HAZARDOUS DECOMPOSITION PRODUCTS .
On combustion CO, COZ’ Aldehydes and other organics, oxides of nitrogen.

HAZARDOUS POLYMERIZATION ~ ["] MAvoccur K] WILL NOT OCCUR
CONDITIONS TO AVOID

Section Vil — SPILL OR LEAK PROCEDURES

STEPSTOBETAKEN INCASE MATERIALIS RELEASEDORSPILLED:  Eliminate sources of ignition and clear fume:
from area. Prevent liquied from entering sewers, water sources, or low areas.
Keep unnecessary personnel away. Shut off source, if possible to do so without

WASTE DISPOSAL METHOD &azgrd. Contﬁig spilled liquid with sawdust, sand.or oil absorb-
ing compound.  Wa area wit etergent & water. Consult disposal expert and -

ensSure conformity with local resulaFions.

. Section Vill — SPECIAL PROTECTION INFORMATION

RESPIRATORYPROTECTION :  Use approved respiratory protection such as an air-supplied mast
if used in non ventilated area. '
Mechanical: Explosion-proof ventilation equipment. No smoking or open lights. -

VENTILATION : Face velosity} 60fpm in confined area.

ProTECTIVEGLoves Chemically resistant gloves.
everrotection Chemical splash goggles or face shield.

OTHERPROTECTIVEEQUIPMENT Eye bath & Safety shower.

Section IX — SPECIAL PRECAUTIONS

FRECAUTIONSTO BE TAKEN INHANDLING ANDSTORING ' Keep container c%osed when not_in use,.Do N
. Do Not
handle or store near flame, heat orps%rong 0%idantss A&equa%e ventcilistion

required. Containers of this product may be hazardous when emptied -these
OTHERPRECAUTIONS CONtalners retain product residues (vapor, liquid, etc.).

All handling equipment should be electrically grounded. Treat as a very

flammable 1liquid.

Kenneth J@ﬂSilberberg
Technical”Administratfve Manage

BOE-C6-0201019



MATERIAL SAFETY DATA SHEET ) Im 3432

FOR COATINGS, RESINS AND RELATED MATERIALS

T ey ey ;
(Approved by U.S. Departmant of Labor “Essentiaily Similar* to Form OSHA-20)

DATE OF PREP 10-81

Section |

ManuracTurerR'sName  BCSTIK WEST, DIV. OF USM CORPORATICN, AN EMHART UNIT

streeraporess 20846 So. Normandie Ave. ciTy,STATE. AND ZIP CODE Torrance, Ca. 90502

eEMERGENCY TELEPHONENO. (213)  320-6800

PRODUCTCLASS  AMINE Fhe.l \}a po v Gu v ¢ Tav— MANUFACTURERS CODE IDENTIFICATION C-31
4 C:““ Catalyst for: 473-13; 473-24; &
S ot “2) \yst 473-25. Mix Ratio: 100 parts 473-
(Base) to 7.1 parts C-31 by wt.

TRADE NAME BOSTIK

Section Il — HAZARDOUS INGREDIENTS

INGREDIENT C-31 Epoxy Catalyst 4 PEBCENT v L VAPOR
‘ poxy Y CAS No. (:ﬁt S PAM mg/M3 = UFI’I?IES?I%R.E
Amincethylpiperazine 140-31-8 100 *NE NE 0.05

*NE-Not Established
OSHA, ACGIH

Section Il — PHYSICAL DATA

o -
BOILINGRANGE 410" F. VAPOR DENSITY HEAVIER r_—] LIGHTER. THAN AIR
EVAPORATION RATE E] FASTER m.smwsn.‘mm ETHER PERCENT VOLATILE : WEIGHT PER

| X ] BY VOLUME Nil GALLON 8.22 1bs.

Section IV — FIRE AND EXPLOSION HAZARD DATA

' )
DOTCATEGORY  Corrosive Material FLasHpoinT 2127 PMCC LeL NE
. Combustible Liquid .
EXTINGUISHING MEDIA Exclude air - Use foam, CO,, steam, water fog,

dry chemicals. Do not use water.

UNUSUAL FIRE AND EXPLOSION HAZARDS '
' Vapor forms explosive mixture with air between
upper and lower explosion limits.

SPECIAL FIRE FIGHTING PROCEDURES
Do not use water, exclude air, use water spray
to cool fire exoosed surfaces and to orotect
personnel,

BOE-C6-0201020



THRESHOLD LIMIT VALUE

Section V — HEALTH HAZARD DATA
See Section II

Headache, nausea,

EFFECTS OF pVEREXPOSURE
irritating to nose,

T o—

dizziness.
throat and eyes.

Breathing vapor will be

EMERGENACY AND FIRST AID PROCEDURES
Exposure:

Skin Exposure: Wash affected area with soap and water.
Flush with water for at least 15 minutes, consult physician.
Ingestion: Consult physician immediately.
Inhalation: Remove victim to fresh air, consult physician.

sTABILITY [T ] uNsTABLE

¥ | STABLE

Section VI — REACTIVITY DATA

HAZARDOUS POLYMERIZATION
CONDITIONS TOAVOID None

CONDITIONSTOAVOID : Storage at high temperatures.
INCOMPATABILITY (Materiais toavoidy Strong oxidizing agents, Inorganic acids
HAZARDOUS DECOMPOSITION PRODUCTS

Sparks & Open Flame
On combustion CO, COZ’ Oxides of nitrogen.

[ mavoccur  FX] witL NOT OCCUR

Saﬁbnvu—-SMLLORLEAKPHOCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Lrom area.

Prevent liqui
€ep uynnecessary
azard.

Eliminate sou
from entering
ersonne
Contain gpi%?ed L

rces of ignition and_clear fumes
gewers, water sourc%s, or low areas.
.away. shut off source, if, possible’ to
! iquid with sawdust or oil ahSorbin
WASTE DISPOSAL METHOD aTrea with detergent & water.
conformity with local regulations.

RES

if used in non

do so without
compound. . Wash

Consult disposal expert and ensure

i

~

PIRATORY PROTECTION

Mechanical:

Section VIl — SPECIAL PROTECTION INFORMATION

Use approved res
ventilated area

VENT!

EYE PROTECTION

piratory protection such as an air-supplied mask

Explosion-proof ventilation_equipment. No Smoking‘or open lights.

tanon  Face velosity » 60 fpm in confined area.

proTecTivEGLoves : Chemically resistant gloves.

OTHER PROTECTIVE EQUIPMENT

Chemical splash goggles or face shield.

Eye bath & safety shower.

Section IX — SPECIAL PRECAUTIONS
PRECAUTIONSTOBETAKENINHANDLINGANDSTORING: Material iS Sensitive to mOiSture & should be
kept in tightly closed containers.
gﬁa&ggﬂgx&%ants. Adequate ventila?i

be hazardous when emptie
(vapor, liquid, etc).

All handlin
flammable 1

Do not handle or store near flame, heat or
on required.

Containers of this product may
d these containers retain product residues

g equipment should be electrically grounded.
iquid.

Treat as a very

e
:if;// m[7,—‘

— 22 ae £ R -
Kenneth . Silberberg /

—
Technical Administrative Manager

BOE-C6-0201021



